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NOT BE REPRODUCED OR COPIED OR USED AS THE BASIS FOR MANUFACTURE OR SALE
OF APPARATUS WITHOUT EXPRESS WRITTEN AUTHORIZATION FROM MicroE Systems Corp.
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NOTES:

1. BEFORE PLACING INDEX MARKERS AND END CAPS, REMOVE BLUE PROTECTIVE FILM FROM TAPE SCALE.
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END CAP
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END CAP

SCALE: 3:1

2. NOTE DATUM EDGE OF TAPE SCALE AND INDEX MARKER REGION BEFORE APPLYING MARKERS.
3. END CAPS AND INDEX MARKERS ARE OPTIONAL (SEE INSTALLATION MANUAL).
4. END CAPS AND INDEX MARKERS SHALL NOT OVERLAP (MAY CAUSE INTERFERENCE WITH SENSOR).

5. FOR LONGER OR SHORTER LENGTHS OF INDEX MARKERS CALL MICROE SYSTEMS FOR DETAILS.

~— 13.00 —

INDEX MARKER — 200
SCALE: 4:1
UNITS: mm
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DESCRIPTION:

INTERFACE, ENCODER, 20um,

TAPE SCALE w/INDEX MARKERS,

MERCURY Il 1900H/S SENSOR
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SCALE BENCHING EDGE
(INDEX MARKER SIDE)

0.76£0.05

SHARP EDGE

REQUIRED.
SEENOTE 1.

MAXIMUM R.13
GROOVE DETAIL
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FIGURE 1: INSTALLATION GROOVE
HAND APPLICATION ONLY
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FIGURE 2: INSTALLATION EDGE
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USE WITH TAPE APPLICATOR
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TEMPORARY
STRAIGHT EDGE

MIN.
9.53

TAPE SCALE

FIGURE 3: INSTALLATION STRAIGHT EDGE
USE WITH TAPE APPLICATOR

F = MACHINE GUIDEWAY

NOTES:

1. MICROE SYSTEMS RECOMMENDS UTILIZING AN EDGE AS A GUIDE IN ORDER TO MAINTAIN STRAIGHTNESS OF THE SCALE
DURING MOUNTING. THIS EDGE MAY BE TEMPORARY OR PERMANENT AND SHOULD FOLLOW THE APPLICATION GUIDELINES
IN FIGURES 1-3.

2. THE TAPE SCALE APPLICATOR TOOL IS RECOMMENDED FOR INSTALLATION OF SCALES AND, IN PARTICULAR, THOSE LONGER
THAN 250 MILLIMETERS. SHORTER SCALES MAY BE APPLIED EITHER BY HAND OR WITH APPLICATOR TOOL.
PLEASE SEE INSTRUCTION MANUAL FOR DETAILS.

3. THE INSTALLATION METHOD SHOWN IN FIGURE 1 SHOULD INVOLVE HAND INSTALLATIONS ONLY. THE APPLICATOR TOOL IS

MicroE Systems
Division of GSI

8 Erie Drive
Natick, MA 01760

4. FOR APPLICATIONS WHERE MACHINING THE MOUNTING SURFACE IS NOT DESIRED, A TEMPORARY STRAIGHTEDGE CAN BE
5. IN FIGURE 3, THE OUTSIDE REFERENCE SURFACE OF THE TOOL SLIDES AGAINST THE TEMPORARY
THAN CAN ATTACH TO THE OUTSIDE SURFACE OF THE TOOL. PLEASE SEE INSTRUCTION
OF INDEX MARKERS. FOR APPLICATIONS SUCH AS IN FIGURE 3, THE CUSTOMER AY USE A |~
OR STRAIGHTEDGE MUST BE SHARP ON BENCHING SIDE IN ORDER FOR APPLICATOR TO TAPE SCALE w/INDEX MARKERS,
MAXIMUM RADIUS OF .13 SHOULD BE USED WHERE THE EDGE MEETS THE BOTTOM OF | ID-00349 q

SCALE: 41

NOT COMPATIBLE WITH THIS METHOD. IN ADDITION END CAPS CANNOT BE USED WITH THIS METHOD.
OTHERWISE, THE TEMPORARY STRAIGHTEDGE MAY BE USED AS SHOWN IN FIGURE 3.
IS TOO SMALL FOR THE APPLICATION, THE CUSTOMER MAY DESIRE TO CREATE A SPACER
él:mﬁ {yjsu:ms‘f'
6. IN FIGURES 1 AND 2, THE SCALE BENCHING EDGE IS INTENDED TO AID THE INSTALLATION E
MARKERS. PLEASE SEE INSTRUCTION MANUAL FOR DETAILS. THE EDGE OF THE GROOVE INTERFACE, ENCODER, 20um,
SIZE [ DWG. NO. REV.
i

USED. A STAINLESS STEEL RULE MAY BE USED AS IN FIGURE 2 IF THE RULE MEETS THE THICKNESS REQUIREMENT.

EDGE, AND THE TAPE SCALE IS THEREFORE OFFSET FROM THE EDGE AS SHOWN. IF THIS OFFSET

MANUAL FOR DETAILS.

TEMPORARY BENCHING SURFACE TO INSURE THE PROPER INSTALLATION OF THE INDEX | s

USE AS A GUIDE. IN ORDER FOR THE TAPE SCALE TO MOUNT CLOSE TO THIS EDGE, A MERCURY I 1900H/S SENSOR

THE MOUNTING SURFACE. o 6 e e o
1
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